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G-001

SHEET INDEXSTEPHEN MORRIS

13 ROSECREST AVENUE ALEXANDRIA VA Issue Date

NOTES

SEE IRC 2012 CONST. SPECIFICATIONS FOR MINIMUM REQUIREMENTS NOT SHOWN
ON DRAWINGS

ALL WORK BEING DONE MUST BE DONE PROPERLY WITH MINIMAL DISTURBANCE TO
THE CLIENT

ALL MODIFICATIONS AND EXTERIOR ALTERATIONS TO EXISTING BUILDING SHALL BE
COMPATIBLE WITH THE EXISTING CHARACTER OF THE BUILDING.

ALL EXTERIOR OPENINGS ARE TO BE FLASHED AND CAULKED

PROTECT EXISTING RESIDENCE FROM ENTRY OF TRASH & DEBRIS, WATER & COLD

SHEET INDEX

SHEET NUMBER SHEET NAME

G-000 COVERSHEET

G-001 SHEET INDEX

G-002 GENERAL NOTES

A-000 FOUNDATION PLAN

A-100 BASEMENT PLAN

A-101 FIRST FLOOR PLAN

A-102 SECOND FLOOR PLAN

A-103 ROOF PLANS

A-104 CEILING PLANS

A-105 WALL BRACING PLANS

A-106 FRAMINGPLANS

A-200 ELEVATIONS

A-201 ELEVATIONS

A-300 BUILDING SECTIONS

A-301 SECTIONS & DETAILS

A-400 GARAGE PLANS & DETAILS

No. Description Date
1 Revision 1 9/27/17

LOT 7 - BLOCK 3, SECTION 1

TOTAL  LOT AREA:    7,000 SF

ALLOWED COVERAGE (F.A.R )45%: 2,700 SF

TOTAL COVERAGE:    2,666 SF

** INFORMATION HEREIN TAKEN FROM A HOUSE PLAT
PROVIDED BY THE OWNER BY RCFIELDS,JR &
ASSOCIATES . **

PLEASE SEE ATTACHED PLAT SURVEY FOR FURTHER
INFORMATION NOT SHOWN HERE.
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A-000

FOUNDATION
PLANSTEPHEN MORRIS

13 ROSECREST AVENUE ALEXANDRIA VA Issue Date

No. Description Date
1 Revision 1 9/27/17

 3/16" = 1'-0"1 FOUNDATION PLAN

 1" = 1'-0"2 PIPE COLUMN DETAIL

 3/4" = 1'-0"3 SECTION @ PIPE COLUMN
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HEADER SCHEDULE

OPENING SIZE              HEADER

UP TO 6'-0" 2-2x10
6'-0" TO 8'-0" 2-2x12
8'-0 TO 10'-0" 2-2PLY 12" LVL

GENERAL NOTES:

 1. DASHED BLUE LINES INDICATE EXTENT OF DEMOLITION, UNLESS
OTHERWISE NOTED
2. CONTRACTOR SHALL FIELD VERIFY ALL EXISTING
3. SEE IRC 2012 CONSTRUCTION SPECIFICATIONS FOR MINIMUM
REQUIREMENTS NOT SHOWN ON DRAWINGS
4. WALLS SHALLED BE BRACED IN ACCORDANCE WITH SECTION
R602.10 OR WHEN APPLICABLE SECTION R602.12
5. HATCHED AREAS INDICATED LOCATION OF BRACED WALLS USING
METHODS CS-WSP AND CSPF UNLESS NOTED OTHERWISE
6. ALL PF BRACED WALLS W/ 11 1/4" LVL'S WILL BE USED AS
BRACED
WALLS ON THE 1ST & 2ND FLOORS IN ACCORDANCE W/ R602.10.7

1.THE RISE AND RUN OF STEPS SHALL BE UNIFORM IN SIZE AND SHAPE
AND THE VARIATION CAN NOT EXCEED 3/8" TOTAL RUN.

2. THE GREATEST NOSING PROJECTION SHALL NOT EXCEED THE
SMALLEST NOSING PROJECTION BY MORE THAT 3/8" BETWEEN TWO
STORIES, INCLUDING THE NOSING AT THE LEVEL OF FLOORS AND
LANDINGS. BEVELING OF NOSING SHALL NOT EXCEED 1/2". RISERS SHALL
BE VERTICAL OR SLOPED UNDER THE TREAD ABOVE FROM THE
UNDERSIDE OF THE NOSING ABOVE AT AN ANGLE NOT MORE THAN 30
DEGREES FROM VERTICAL.

3. THE WIDTH OF EACH LANDING SHALL NOT BE LESS THAN THE WIDTH
OF THE STAIRWAY SERVED. EVERY LANDING SHALL HAVE A MINIMUM
DIMENSION OF 36" MEASURED IN THE DIRECTION OF TRAVEL.

4. HANDRAILS SHALL BE PROVIDED ON AT LEAST ONE SIDE OF EACH
CONTINUOUS RUN OF TREADS. HANDRAILS SHALL HAVE AN OUTSIDE
DIAMETER OF AT LEAST 1 1/4" AND NOT GREATER THAN 2". IF HANDRAIL IS
NOT CIRCULAR, IT SHALL HAVE A PERIMETER DIMENSION OF AT LEAST 4"
AND NOT GREATER THAN 6 1/4" WITH A MAXIMUM CROSS SECTION OF
DIMENSION OF 2 1/4". EDGES SHALL HAVE A MINIMUM RADIUS OF 0.01".

TYPICAL STAIR NOTES:
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A-100

BASEMENT PLANSTEPHEN MORRIS

13 ROSECREST AVENUE ALEXANDRIA VA Issue Date

No. Description Date
1 Revision 1 9/27/17

 3/16" = 1'-0"1 BASEMENT FLOOR PLAN

BASEMENT WINDOW SCHEDULE

Level Type Mark Type Comments

BASEMENT FF 100 2846DH
BASEMENT FF 20 4016 AWNING
BASEMENT FF 20T 4016 AWNING TEMPERED
BASEMENT FF 20 4016 AWNING
BASEMENT FF 20 4016 AWNING
BASEMENT FF 100 2846DH
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GENERAL NOTES:

 1. DASHED BLUE LINES INDICATE EXTENT OF DEMOLITION, UNLESS
OTHERWISE NOTED
2. CONTRACTOR SHALL FIELD VERIFY ALL EXISTING
3. SEE IRC 2012 CONSTRUCTION SPECIFICATIONS FOR MINIMUM
REQUIREMENTS NOT SHOWN ON DRAWINGS
4. WALLS SHALLED BE BRACED IN ACCORDANCE WITH SECTION
R602.10 OR WHEN APPLICABLE SECTION R602.12
5. HATCHED AREAS INDICATED LOCATION OF BRACED WALLS USING
METHODS CS-WSP AND CSPF UNLESS NOTED OTHERWISE
6. ALL PF BRACED WALLS W/ 11 1/4" LVL'S WILL BE USED AS
BRACED
WALLS ON THE 1ST & 2ND FLOORS IN ACCORDANCE W/ R602.10.7

HEADER SCHEDULE

OPENING SIZE              HEADER

UP TO 6'-0" 2-2x10
6'-0" TO 8'-0" 2-2x12
8'-0 TO 10'-0" 2-2PLY 12" LVL

1.THE RISE AND RUN OF STEPS SHALL BE UNIFORM IN SIZE AND SHAPE
AND THE VARIATION CAN NOT EXCEED 3/8" TOTAL RUN.

2. THE GREATEST NOSING PROJECTION SHALL NOT EXCEED THE
SMALLEST NOSING PROJECTION BY MORE THAT 3/8" BETWEEN TWO
STORIES, INCLUDING THE NOSING AT THE LEVEL OF FLOORS AND
LANDINGS. BEVELING OF NOSING SHALL NOT EXCEED 1/2". RISERS SHALL
BE VERTICAL OR SLOPED UNDER THE TREAD ABOVE FROM THE
UNDERSIDE OF THE NOSING ABOVE AT AN ANGLE NOT MORE THAN 30
DEGREES FROM VERTICAL.

3. THE WIDTH OF EACH LANDING SHALL NOT BE LESS THAN THE WIDTH
OF THE STAIRWAY SERVED. EVERY LANDING SHALL HAVE A MINIMUM
DIMENSION OF 36" MEASURED IN THE DIRECTION OF TRAVEL.

4. HANDRAILS SHALL BE PROVIDED ON AT LEAST ONE SIDE OF EACH
CONTINUOUS RUN OF TREADS. HANDRAILS SHALL HAVE AN OUTSIDE
DIAMETER OF AT LEAST 1 1/4" AND NOT GREATER THAN 2". IF HANDRAIL IS
NOT CIRCULAR, IT SHALL HAVE A PERIMETER DIMENSION OF AT LEAST 4"
AND NOT GREATER THAN 6 1/4" WITH A MAXIMUM CROSS SECTION OF
DIMENSION OF 2 1/4". EDGES SHALL HAVE A MINIMUM RADIUS OF 0.01".

TYPICAL STAIR NOTES:
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A-101

FIRST FLOOR
PLANSTEPHEN MORRIS

13 ROSECREST AVENUE ALEXANDRIA VA Issue Date

No. Description Date
1 Revision 1 9/27/17

 3/16" = 1'-0"1 FIRST FLOOR PLAN

FIRST FLOOR WINDOW SCHEDULE

Level Type Mark Type Comments

FIRST FF 10T TW2852DH TEMPERED
FIRST FF 11 TW3052DH
FIRST FF 11 TW3052DH
FIRST FF 11 TW3052DH
FIRST FF 11 TW3052DH
FIRST FF 11 TW3052DH
FIRST FF 11 TW3052DH
FIRST FF 13 2452DH
FIRST FF 13 2452DH
FIRST FF 13 2452DH
FIRST FF 20T 4016 AWNING TEMPERED
FIRST FF 25 2030DH
FIRST FF 25 2030DH
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GENERAL NOTES:

 1. DASHED BLUE LINES INDICATE EXTENT OF DEMOLITION, UNLESS
OTHERWISE NOTED
2. CONTRACTOR SHALL FIELD VERIFY ALL EXISTING
3. SEE IRC 2012 CONSTRUCTION SPECIFICATIONS FOR MINIMUM
REQUIREMENTS NOT SHOWN ON DRAWINGS
4. WALLS SHALLED BE BRACED IN ACCORDANCE WITH SECTION
R602.10 OR WHEN APPLICABLE SECTION R602.12
5. HATCHED AREAS INDICATED LOCATION OF BRACED WALLS USING
METHODS CS-WSP AND CSPF UNLESS NOTED OTHERWISE
6. ALL PF BRACED WALLS W/ 11 1/4" LVL'S WILL BE USED AS
BRACED
WALLS ON THE 1ST & 2ND FLOORS IN ACCORDANCE W/ R602.10.7

HEADER SCHEDULE

OPENING SIZE              HEADER

UP TO 6'-0" 2-2x10
6'-0" TO 8'-0" 2-2x12
8'-0 TO 10'-0" 2-2PLY 12" LVL

1.THE RISE AND RUN OF STEPS SHALL BE UNIFORM IN SIZE AND SHAPE
AND THE VARIATION CAN NOT EXCEED 3/8" TOTAL RUN.

2. THE GREATEST NOSING PROJECTION SHALL NOT EXCEED THE
SMALLEST NOSING PROJECTION BY MORE THAT 3/8" BETWEEN TWO
STORIES, INCLUDING THE NOSING AT THE LEVEL OF FLOORS AND
LANDINGS. BEVELING OF NOSING SHALL NOT EXCEED 1/2". RISERS SHALL
BE VERTICAL OR SLOPED UNDER THE TREAD ABOVE FROM THE
UNDERSIDE OF THE NOSING ABOVE AT AN ANGLE NOT MORE THAN 30
DEGREES FROM VERTICAL.

3. THE WIDTH OF EACH LANDING SHALL NOT BE LESS THAN THE WIDTH
OF THE STAIRWAY SERVED. EVERY LANDING SHALL HAVE A MINIMUM
DIMENSION OF 36" MEASURED IN THE DIRECTION OF TRAVEL.

4. HANDRAILS SHALL BE PROVIDED ON AT LEAST ONE SIDE OF EACH
CONTINUOUS RUN OF TREADS. HANDRAILS SHALL HAVE AN OUTSIDE
DIAMETER OF AT LEAST 1 1/4" AND NOT GREATER THAN 2". IF HANDRAIL IS
NOT CIRCULAR, IT SHALL HAVE A PERIMETER DIMENSION OF AT LEAST 4"
AND NOT GREATER THAN 6 1/4" WITH A MAXIMUM CROSS SECTION OF
DIMENSION OF 2 1/4". EDGES SHALL HAVE A MINIMUM RADIUS OF 0.01".

TYPICAL STAIR NOTES:
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A-102

SECOND FLOOR
PLANSTEPHEN MORRIS

13 ROSECREST AVENUE ALEXANDRIA VA Issue Date

No. Description Date
1 Revision 1 9/27/17

 3/16" = 1'-0"1 SECOND FLOOR PLAN

SECOND FLOOR WINDOW SCHEDULE

Level Type Mark Type Comments

SECOND FF 10T TW2852DH TEMPERED
SECOND FF 11 TW3052DH
SECOND FF 11 TW3052DH
SECOND FF 11 TW3052DH
SECOND FF 11 TW3052DH
SECOND FF 12 2852DH
SECOND FF 12 2852DH
SECOND FF 12T 2852DH TEMPERED
SECOND FF 13 2452DH
SECOND FF 13 2452DH
SECOND FF 13 2452DH
SECOND FF 13 2452DH
SECOND FF 13 2452DH
SECOND FF 20T 4016 AWNING TEMPERED
SECOND FF 20T 4016 AWNING TEMPERED
SECOND FF 79 2020DH
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1
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GENERAL NOTES
ALL 15 AND 20 AMP BRANCH CIRCUITS SERVING BEDROOMS SHOULD BE AFCI
PROTECTED PER E3902.12 OF IRC 2012
ALL RECEPTACLES IN HABITABLE SPACES TO BE TAMPER RESISTANT PER E4002.14
ALL RECEPTACLES TO COMPLY WITH E3901, E3902,E3903 RESPECTIVELY.
BATHROOM/POWDER ROOM EXAUST FANS (MIN. 50
CFM RATING) TO BE VENTED THROUGH ROOF.
PER 2012 IECC SECTION N1104. A MINIMUM OF 50% OF
LAMPS SHALL BE HIGH EFFICACY LAMPS. ICC
EFFICACY STANDARDS:
60 LUMENS/W LAMPS 40W AND OVER
50 LUMENS/W LAMPS 15W TO 40W
40 LUMENS/ W LAMPS 15W OR LESS
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A-104

CEILING PLANSSTEPHEN MORRIS

13 ROSECREST AVENUE ALEXANDRIA VA Issue Date

No. Description Date
1 Revision 1 9/27/17

 3/16" = 1'-0"1 BASEMENT FF

 3/16" = 1'-0"2 FIRST FF
 3/16" = 1'-0"3 SECOND FF
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A-201

ELEVATIONSSTEPHEN MORRIS

13 ROSECREST AVENUE ALEXANDRIA VA Issue Date

No. Description Date
1 Revision 1 9/27/17

 3/16" = 1'-0"1 LEFT ELEVATION

 3/16" = 1'-0"2 RIGHT ELEVATION
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240# F.G. SHINGLES ON 15# BUILDING PAPER
OVER 7/16" OSB SHEATHING W/ PLYCLIP

@ 24" O.C.

PREFAB WD TRUSS @ 24" O.C. NAILED
PERCODE W/ R-38 BATT INSULATION

(MAINTAIN A MIN.OF 3" AIR SPACE FOR
CONVENTION)

2-2x4 BEARING PLATE

ALUM. GUTTER & D.S. ON
1x8 FASCIA BD.

1/4" PLYWOOD SOFFIT W/ 3" DIA.
VENT W/ METAL MESH @ 24" O.C.

ICE & WATER SHIELD

18"X8" CONC, FTG. (TYP. @ 8" CONC.
WALL)W/ 2 #4 CONT. REBAR MIN.

LAP 16". 3" CONC. COVER

5/4" PLYWD. RIM BD. 1/ BATT INS.

2x4 STUD @ 16" O.C. W/ R-13 MIN.
BATT INSUL. W/ 1/2" OSB

SHEATHING & SIDING

1/2" GYP. BD @
INTERIOR TYP.

FLOORING ON 3/4: T@G
SUBFL. OVER LPI JOIST @ 16
O.C. W 1/2"PLYWD BAND BD. W/
R-13 BATT INSUL. @
PERIMETER

4" CONC. SLAB W 6x6 10/10 W.W.F.
ON 6 MIL. POLY.VB. OVER 4" GRAVEL
NOTE:
PROVIDE & INSTALL PER CODE SIMILAR
REINFORCEMENT BARS IN THICKENED
SLAB AS THOSE SPECIFIED FOR TYP.
CONC. SPREAD FOOTING

4" DIAMETER PIPE IN GRAVEL
W/ TYPAR FABRIC WRAP AT SOIL

BACKFILL . RUN OUT TO DAYLIGHT
OR TO SUMP.

2x6 P.T. BEARING
PLATE W/ ANCHOR

16" MIN. INTO CONC.
@ 72" O.C.

CONT. 8" CONC.
FOUNDATION WALL W/ #4

REBAR SPACED
HORIZONTALLY 2'-0" ON CTR

AND #6 REBAR SPACED 36"
VERTICALLY ON CTR
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A-300

BUILDING
SECTIONSSTEPHEN MORRIS

13 ROSECREST AVENUE ALEXANDRIA VA Issue Date

No. Description Date
1 Revision 1 9/27/17

 3/16" = 1'-0"1 LONGITUDINAL BLDNG SECTION

 3/16" = 1'-0"2 TRANSVERSE BLDNG SECTION

 3/8" = 1'-0"3 TYPICAL WALL SECTION
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ALUM. GUTTER  & D.S.
ON 1x8 FASCIA BD

240# F.G. SHINGLES ON 15#
BLDNG PAPER OVER 7/16" OSB
SHEATHING W/ PLYCLIP
@ 24"O.C.

PREMANUFACTURED
WD. TRUSS

SEE SCHEDULE

4" CONC. SLAB

2x4 STUD @ 16"O.C.
1/2" OSB SHEATHING &SIDING

4" GRAVEL

5/8" TYPE X GYP. BOARD
 @ INTERIOR FIRERATED  PARTITION.

1/2" GYP . BOARD AT NON FIRE RATED
PARTITIONS

5/8" TYPE X (UL344)
APPLIED TO EXTERIOR
UNDERSIDE OF EAVE-
BEHIND EXT. COVERING

APA RATED SIDING & 5/8"
TYPE X (UL344) APPLIED
TO EXTERIOR SIDE OF
OSB SHEATHING ON 2X4
WD STUDS 16" O.C.

ANCHOR BOLTS TO
CONC. SLAB @ 5'-0" O.C.
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A-400

GARAGE PLANS &
DETAILSSTEPHEN MORRIS

13 ROSECREST AVENUE ALEXANDRIA VA Issue Date

No. Description Date
1 Revision 1 9/27/17

 3/16" = 1'-0"1 FOUNDATION @ GARAGE
 3/16" = 1'-0"2 GARAGE FLOOR PLAN

 3/16" = 1'-0"3 GARAGE ROOF PLAN

 3/16" = 1'-0"4 GARAGE LEFT ELEVATION

 3/16" = 1'-0"5 GARAGE RIGHT ELEVATION

 3/16" = 1'-0"6 GARAGE REAR ELEVATION

 3/16" = 1'-0"7 GARAGE FRONT ELEVATION

 3/4" = 1'-0"8 SECTION @ GARAGE
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